S° m fy@ S OXIMO WT TECHNICAL DATA RANGE 1

OXIMO WT Range!

DMKI - FPTE |

“{Compatible with locked switches and automatisms designed for motors (2 mutually locked outputs).
J|Automatisms should be based on mechanical relays (static relays & triacs may cause non fonctionning)
{4 minutes for all motors

| Automatic - Half automatic - Manual setting- From switch or setting tool
~1250 turns limited to 3 minutes of rotation w/o STOP

*| Screw implantation for LT50 mounting 206810-Wheel interface LT50 206821-Crown interface LT50 206822-
Interface drawing star head LT50 and LTS0PA/PS 206823-

At the up and down direction

ABS wheel: Compatible - Differential: Not compatible - Double insulation accesories : Compatible

3 minutes

50 x 1,5 mm
__|Normal use : -10°C to +40°C  Exceptionnal use (20% of the life time not simultaneous) : -20°C to + 70°C

q to SOMFY measures (for information only).Worse value : in load up direction during 10 seconds.
Nm . mm mm mm mm w A *C dBA
6 17 5010963A 605 590 613 540 90 0,45 140 sliding 1,72 47
10 17 5010964A 655 640 663 590 120 0,5 140 sliding 1,85 a7
15 17 5010965A 655 640 663 590 140 0,65 150 sliding 1,95 50
20 17 5010966A 655 640 663 590 160 0,75 150 sliding 215 53
30 17 5010967A 675 660 683 610 240 11 150 sliding 2,55 55
40 17 5010968A 745 730 753 680 270 1,2 140 coil brake 2,8 57




